6HS6 
Sharp-Cutoff Pentode 


7-РІК MINIATURE TYPE 
With Heater Having Controlled Warm-Up Time 


GENERAL DATA 


Electrical: 

Heater Characteristics and Ratings (Design-Maximum Values): 
Voltage (АС or DC). . . . . 6.32 6.3+0.6 volts 
Current .......... 0.450 + 0.030 0. 150; атр 
Warm-up time (Average). . . 11 sec 


Peak heater—cathode voltage: 
Heater negative with 


respect to cathode. . . . . . 200 тах. volts 
Heater positive with 
respect to cathode. . . . . . 200% max. volts 
Direct Interelectrode Capacitances:49 
Grid No.1 to plate. ....... 0.006 max. puf 


Grid No.1 to cathode, grid No.3 & 

internal shield, grid No.2, 

and һейег........... 8.8 шағ 
Plate to cathode, grid No.3 & 

internal shield, grid No.2, 


and һезег........... 5.2 puf 

Characteristics, Class Aj Amplifier: 
Plate Supply Voltage. ........... 75 150 volts 
Grid Ко.2........... Connected to cathode at socket 
Grid-No.2 Supply Voltage. ......... 75 75 volts 
Grid-No.1 Supply Voltage. ........ . O 0 volts 
Cathode Resistor. . s. soa ee ee ee 68 68 ohms 
Amplification Ғасогб........... 50 - 
Plate Resistance (Арргох.)......... - 0.5 тедоһт 
Transconductance. ............. - 9500 „mhos 
Plate Current o ni Gerd a аа . - 8.8 ma 
Grid-No.2 Сиггее............. - 2.8 та 
Grid-No.1 Voltage (Арргох.) for plate 

MARIDO осы a he es ды Sy, tae kee eis = . -4 volts 
Mechanical: 
Operating Position. а Any 
Type of Сайһоде.............. Coated Unipotential 
Maximum Overall Length. s 2... +... . + 2... 2-1/8" 
Maximum Seated [епї................ 1-7/8" 
Length, Base Seat to Bulb Top (Excluding tip). . 1-1/2" + 3/32" 
Diameters ala sirana er eae ee: асан 3 0.650" to 0.750" 
Dimensional Outline... . . 6 ee eee See General Section 
BU libs woe eae ТОК ИУ ele ie ан ов аА ата АУ а T5-1/2 
Вавбе....... Small-Button Miniature 7-Ріп (ЈЕРЕС Мо.Е7-1) 
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Basing Designation for BOTTOM УІЕР............ 78K 


(4) (5) 
Pin 1-Grid No.1 Pin 4 -Heater 
Pin a ee 5% О ae 5-Plate 
nterna in 6 -Grid No.2 
Shield (2) ( е (7) Pin 7 -Cathode 
Pin 3-Heater 218, 
(1) 


AMPLIFIER — Class A, 
Maximum Ratings, Design-Maximum Values: 


PLATE VOLTAGE. +... .... o... ... 300 max. volts 
GRID No.3 (SUPPRESSOR GRID). . . Connect to cathode at socket 
GRID-No.2 (SCREEN-GR |) 

SUPPLY УОПТАЕ.............. 300 max. volts 
GRID-No.2 Ұ0О(ТАСЕ......... See Grid-No.2 Input Rating 


Chart at front of Receiving Tube Section 
GRID-No.1 (CONTROL-GRID) VOLTAGE: 


Negative-bias уаіпе........... 50 max. volts 
Positive-bias value... ........ 0 max. volts 
GRID-No.2 INPUT: 

For grid-No.2 voltages ир to 150 volts . 1 max. watt 
For grid-No.2 voltages between 150 and 

300 уо145....... - + . See Grid-No.2 Input Rating 

Chart at front of Receiving Tube Section 

PLATE В155ІРАТІ04............. 3 max. watts 


Maximum Circuit Values: 


Grid-No.1-Circuit Resistance: 
For fixed-bias operation. ....... 0.5 тах. тедоһт 
For cathode-bias operation. . . . . . . 1 пах. megohm 


а at heater amperes = 0.450. 
At heater volts = 6.3. 

© The dc component must not exceed 100 volts. 
Without external shield. 

е Triode connection (Grid No.2 connected to plate). 
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AVERAGE CHARACTERISTICS 
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